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WESTERN PRICE LIST 
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Standard Sewer Pipe 
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BLACKMER & POST PIPE CO, 


WESTERN PRICE LIST 


OF 
Double Strength 
Sewer Pipe 
8 | 4 coy toe 
Read Oe onenles Puri ge ge 
ple | a) a | a | | ee 
3 26 Ue ee ce aR a ea 
A | a8 g¢ | ¢ . | Ba g 
ty 35 m4 5 Ps (=) ‘ as 
RS By ee ete BR ee 
cl ne oO aR aa Gates) £8 
Be | $a] 
mn 

12” $ .50 $2.00 $2.00 $2.25 $3.25 50 
14” 65 2.60 | 5.20 2.93 4,23 65 
15” aT 3.00 6.00 3.38 4.88 72 
16” B85 3.40 6.80 3.83 5.53 85 
18” 1.05 4.20 8.40 4.73 6.83 105 
20" 1.25 5.00 10.00 5.63 8.13 125 
PA be 1.40 5.60 | 11.20 6.30 9.10 140 
22" 1.60 6.40 | 12.80 7.20 10.40 160 
24" 1.80 7.20 | 14.40 8.10 11.70 180 
27” YP aie Bia Barat eS we Ae 
30” 3.00 * 
33” 4.00 Net Prices quoted on Larger 
ae yd Size Fittings 
42". | 6.00 


SEWER PIPE NOTATIONS 


Branches in two, two and one-half foot 
lengths with inlets fourteen inches and larger, 
add 50% to above list price of branches. 

Gutter, Split or Channel Pipe, per foot 75% 
of one foot of Sewer Pipe. 

Stoppers, 50% of one foot of Sewer Pipe. 

Strainers, 75% of one foot of Sewer Pipe. 

Cistern Tops, same as two feet of Sewer Pipe. 

Slop Hopper, strainers same as three feet of 
Sewer Pipe. 

Increasers have Socket on small end. 

Decreasers have Socket on large end. 


BLACKMER & POST PIPE Co. 
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ILLUSTRATIONS OF FITTINGS. 


ai am afa 


T Branch Slant Y Branch 
1-4 Curve Regulation Curve 
Vent Trap 
Decreaser 1-8 Curve Increaser 
P Trap without Running Trap with P Trap with 
Hand Hole Hand Hole Hand Hole 


Hy 


Double T Branch a J tobe gooey Breeches 


yee 


Ride Hand Hal with Double Y Branch Straight Pipe 
Side Hand Hole 
NOTE—Increasers have sockets on small end. 
Decreasers have sockets on large end. 
When ordering fittings, refer to illustrations 
and please call them by their right name. 
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SPECIFICATIONS 
OF i 
SALT-GLAZED 


STANDARD SEWER PIPE 


MADE BY 


Blackmer & Post Pipe Co. 


See Price List on Page 2. 
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6| 34] 134 * yl 2 2 16] 1900 
7] 34) 134 \y a ae} 2 18] 1670 
S| HI] 26 Yy fs | 244] 2%] 24) 1250 
9] $8} 26 y ts | 23 21¢| 27] 1120 
10} 4m] 2% y tel 2h 216] 32] 950 
12} #8] 3 te ye | 236| 216]. 40] 750 
14] 175] 3 ¥% We} 216] Qe) 54] 570 
15] 146] 3 % 4] 24] 234] 60) 500 
16 lis 3 ¥% 1) 21%] 2! 65] 470 
18] 14] 38 % 1] 214] 2%] 85) 360 
20] 184) 31% is 5g] 216] 26! 105] 290 
21) 175] 3% Xa 5g] 216] 216] 110] 275 
22) 116] 314 vk be] 216] 26} 115] 265 
24) 154] 4 4 4\ | 24] 135] 290 
27| 214) 4 54 %l 3 3 *| 215) 144 
28] 214] 4 5% %| 3 3 | 280) 130 
30] 214] 4 84 1 3 3 | 260) 117 
33] 236] 5 % 1%| 8 3 | 310] 96 
36) 216] 5 1 14! 3 3 | 3601 84 


Above 7-inch, all sizes are made with Corrugated Socket 
and Spigot. 
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BLACKMER & POST PIPE Co. 
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SPECIFICATIONS 
OF 
SALT-GLAZED 
DOUBLE STRENGTH SEWER PIPE 


MADE BY 


Blackmer & Post Pipe Co. 


See Price List on Page 3 
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30} 244 | 4 | 3 1 3 | 8 | 290] 102 
33 | 2541 5 | % tq] 8 | 8.1. 840'| 90 
36) 2% | 5 [1 14 | 3 | 3 | 385] 81 
30 | 2%) 5 | 1 14 | 3 | 8 | 450] 66 
42/3 | 5 11 14 | 3 | 3 | 500\| 60 


What is known to the trade as DOUBLE 
STRENGTH Pipe is made only in sizes 12-inch 
and larger. 

DOUBLE STRENGTH Pipe differs from 
STANDARD PIPE only in being thicker and 
proportionately stronger. The thickness of the 
shell of DOUBLE STRENGTH Pipe must be not 
less than one-twelfth its internal diameter. The 
same material and methods are used in the 
manufacture of both STANDARD and DOUBLE 
STRENGTH Pipe. 
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BLACKMER. & POST: PIPE CO, 
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CARRYING CAPACITY 
OF 


SEWER PIPE 


GALLONS PER MINUTE 


g jk pe ek eee eS 

&$| ss|/ 8s | S48 | Ss | S24 | Z| 3s 
ls) at c=] a fm! a » 

ga| 32) 2) 25 | $2 |.28 | $8 | $8 
Lig WORSEN Ria * & & a a 

3 13 19 23 32 ‘40 46 64 
4 27 2 47 66 81 93 131 
6 75 105 129 183 224 258 

8 153} 216 265 875 460 527 750 
9 205 290 355 503 617 712 1006 
10 267 378 463 755 3 926 1210 
12 422) 596 730 1033 1273 1468 2076 
15 740} 1021 1282 1818 | 2224} 2464 3617 
18 1168) 1651 2022 281 3508 4045 5704 


89 | 11349) 15045 | 19822 | 28090 | 34330 | 39127 | 54565 
42 | 14700) 18900 | 22500 | 32600 | 40050 | 45450 | 67500 


One-inch rainfall per hour gives 22,633 gallons 
per hour for each acre, or 377 gallons per minute 
per acre, 


Experience shows that owing to various ob- 
structions, not over 75 per cent. of rain fall 
reaches the drain within the same hour. Due 
allowance should be made for this in determin- 
ing the size of pipe required, as severe storms 
are generally of short duration. 


All authorities agree that these pipes have 
carrying capacities over 20 per cent. greater 
than brick sewers of the same size. 
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SOMETHING ABOUT 
Large Sizes Vitrified Pipe 


Since 1890—at which time the largest vitrified 
pipe made in commercial quantities was 24 
inches diameter—we have made and sold mil- 
lions of feet of 27, 28, 30, 33, 36 and 42-inch 
Vitrified Pipe, both Standard and Double 
Strength, of uniformly superior quality. 

Much of this pipe has been used as a sub- 
stitute for Brick and Concrete Sewers in munici- 
pal work, and is preferred. 


Because 


It is cheaper. 

Cleaner. 

More durable, 

Will not absorb or retain sewage. 

Is convenient in construction. 

Can be laid with unskilled labor. 

We invite correspondence and the fullest in- 
quiry regarding the merits of this material. 

Pamphlet ‘‘Deliverance From Plague’’ with full 
information regarding the manufacture of Large 
Sizes Vitrified Pipe, the Raw Material, Ap- 
pliances used, and Process of Manufacture, 
Tests of Strength, etc., will be mailed on ap- 
plication. 
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BALE TC LE ITE RS AE UD TE 
PRICE LIST OF 
VITRIFIED FARM DRAIN TILE 
MADE BY 

Blackmer G& Post Pipe Co, 


3B pe ag 
oz | 88 | 8 | 33, | Fés 
aa3 | fg | @ | fe | aS 
a as we a OR 
3 $ 30 1 5 6000 
4 40 1 MG 4300 
5 55 1 9 3400 
6 70 1 il 2800 
8 125 2 22 1400 
10 200 2 27 1150 
1 270 2 36 850 
14 335 24% 44 700 
15 214 52 600 
16 475 244 57 560 
18 550 24% 72 425 
20 700 244 95 325 
22 800 244 105 300 
24 900 24 118 250 
27 1350 3 178 170 
28 1550 3 200 150 
30 1700 3 215 140 
33 2325 3 250 120 
36 27) 3 295 100 
39 3510 3 350 86 
42 4251 3 425 75 


* Above Price List is subject to large dis- 
counts. 


NOTE—For Carloads drain tile or Carloads 
part drain tile and part sewer pipe, we make 
prices freight allowed to destination. On less 
Leray Carloads we make prices f. 0. b, St. Louis 
only. 


See table of Carrying Capacities 
on Page 7. 


Send for Pamphlet ‘‘Hints on Farm Drainage.” 
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VITRIFIED FARM DRAIN TILE 
a MADE BY 
BLACKMER 6G POST PIPE CO, 


6 In. Tile with 
4 In. Branch 


Section 6 In, 
Tile 


Some of the most fertile land is kept out of 
or enen because it is under water at planting 
me. 


It is worth while to convert a worthless marsh 
into a fertile field, and to do it right. 


The old idea of a drain tile for the farm was 
a soft porous tile, one that would absorb the 
water. That was a mistake, all the water that 
would percolate through the pores wouldnt drain 
a wet field in a hundred years. Water doesn’t 
seep through the tile, it trickles in between the 
joints. Porous tile does absorb water—as much 
as the pores will hold. Then holds it, but does 
not discharge it on the inside of the tile. Then, 
when the ground freezes, the tile freezes and in 
a few years it is a shapeless mass of loose, 
burnt clay. 

Hard Burned Tile is the Best. 

It retains its shape, it retains its strength and 
all its Lae qualities, no matter how long it re- 
mains in the ground. 


Dealers Prefer to Handle it 
because it is hard and tough and can be handled 
roughly without risk of breaking, and because 
their customers are quick to recognize its 
superior quality and always remember where 
they got it. 

Our facilities for turning out this material are 
so unusually good that we feel safe in the 
assurance that not only will our Farm Drain 
Tile be found the ‘highest in quality, but the 
lowest in price. 


Send for “Hints on Farm Drainage.” 
Usa eR RAS EO ISLET SENIOR SEND SK ONG 
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PRICE LIST . 
BlacKkmer & Post Pipe Co.’s 
VITRIFIED WALL COPING 


Made in 6, 9, 12, 18 and 24 in, lengths. 


Standard Pattern. Two-Foot Lengths 
{ 

Size, Price, Weight, 
Inside. Per Foot. Per Foot. 
Qin, $0.12 14 lbs. 

13 “ 18 = 
18 ¢ 32 30 “ 


Above Price List is subject to discount. 

6, 9, 12 and 18-inch lengths, price of 2 feet 
straight coping. 

Corners, Angles and Closed Ends, price of 4 
feet straight coping. 

Apexes, Reducing Corners and Tees, price of 
5 feet of straight coping of same size. 


Nothing adds so much to the completeness 
and finish of a brick wall whether in a building 


or a yard enclosure, as a neat pattern of Vitri- oe 


fied Wall Coping. 


Its use has now become so general that it may 
truly be said that no plan of building construc- 
tion showing exposed walls can be considered 
complete without it. 


The principal advantages gained by the use of 
Vitrified Wall Coping are: Efficient and per- 
manent protection of the top of the wall from 
the ravages of time and weather, and the vastly 
improved appearance of the completed work and 
substantial appreciation in the value of the 
property for sale or rental purposes. 

Considering these advantages, the cost of the 
material is. insignificant. 


We _ are prepared to furnish | any desired 
quantity at short notice, guaranteeing quality 
equal to the best, : ; 


BLACKMER & POST PIPE Co. 
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Illustrations of 


VITRIFIED WALL COPING 


eo &W 


Right Angle Bay Window Angle 


T Junction Closed End 


ry 


Showing Section of Modern Brick Wall Finished 
with Vitrified Wall Coping. 


WRITE FOR PRICES 


Blackmer & Post Pipe Co. 
ST. LOUIS 
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PRICE LIST 
Fire Clay Flue Linings 
(Unglazed) 
In Two-Foot Lengths, without Sockets 
Outside Price, Weight, 
Dimensions Per Foot Per Foot 
4x 8 bac giebee ae 1d ws. 
4x13 | .25 by 
8x 8 25 20 “ 
8x13 385 30 4 
4x17 40 30 * 
8x17 45 40 “ 
13x13 45 40 “ 
13x17 55 55 “ 
17x17 75 70 “ 


Register and Stove Pipe Openings, 50% addi- 
tional. 
Cheaper to use than not to. 


Section Section Section Section 
8x8 8x13. swith Register with Stove 
Flue Lining Flue Lining Opening Pipe Opening 


As a means of protection from fires, which 
so often result from defective flues, every Town 
and City should provide by ordinance that all 
flues shall be lined with pure Fire Clay Flue 
Linings. Besides, since their use saves one 
course of brick in a chimney, it is cheaper to 
put them in, than it is to leave them out. 
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PRICE LIST 
Round Fire Clay Chimney Pipe with and without Socket 


nen 


(Ungiazed) 
paw ___In Two-Foot Lengths. 
. Double 
oe a Opening 
Inside | price Per init Chimes 2 ft] Weight 
Diameter ya 2 ft. lon Drop Bot- | Per Foot 
Inches " «ong |toms, 2ft. | Pounds, 
elbows Bonnet 
* 
Each Fach 
6 $0.18 \$ 0.72 $ 1.44 15 
8 +25 1.00 | 2.00 24 
9 80 1.20 2.40 28 
10 85 1.40 2.80 32 
12 45 1.80 | 3,60 44 
15 65 2.60 5.20 60 
18 85 3.40 | 6.80 85 
20 1,00 4.00 | 8.00 100 
21 1.15 4.60 | 9.20 115 
24 1.50 6.00 12.00 150 


é Sizes above 24 inches made only to order. 
Thimbles, same as 2 foot of Chimney Pipe, Same Diameter. 


See Price List Chimney Tops, Next Page. 


Straight Chime Drop Opening 
Pipe Bottom Bottom Piece 


Our Fire Clay Chimney Pipe is very de- 
sirable for chimneys in Summer Cottages, Out- 
side Kitchens and shacks where a convenient, 
inexpensive and safe flue is required. The pipes 
are usually set with the socket end up, The 
joints being made tight with clay or cement. 
Any person can easily and quickly put them 
in place. 


UMN SSR TEN SNE A IIS SRO RR 
14 


BLACKMER & POST PIPE Co. 
SSE Sn AR RRP ARS 


PRICE LIST 
Fire Clay Chimney Tops 
(Unglazed) 
No. | Size Outside | Size Inside | Style | Height [isin 
No.1 8x8 in. sq. Scalloped | 36-in, |#1 50 
“"9)] gxig «| 364° |'2 50 
«3| ee" « Hooded | 38« | 300 
« 4| gig“ « «| 36" | 400 
a 6-in, round s 36 “ 1 50 
« 7 8 “ « “ce 36 « 2 00 


These tops are made to fit the corresponding 
ee of chimney pipe shown on pages 138 and 


Square Top Square Top Round Top 
Scalloped ooded Hooded 


Our Chimney Tops are made from selected 
material, are substantial and durable, of a beau- 
tiful buff color, uniform in appearance, and 
when set in place are attractive and pleasing to 
the eye. These tops will always improve the 
draft of a chimney and aid materially in pre- 
venting smoke. 
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BLACKMER & POST PIPE Co. 


SEPTIC TANK 


SYSTEM OF 


Sewage Purification 


For Groups of Buildings, 
Hotels, Schools, Institutions 
and Residences 


FILTER 


We make these Septic ‘Tanks in: 27, 30, 33, 
86 and 42 inches diameter complete ready for 
installation, at very small cost. ° 

Send for Catalog describing process. 
EARN ASAD A OS EID ILL TOES CN TIS 
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FIRE BRICK AND FIRE CLAY 


St. Louis Fire Clay has long been famous for 
its plastic and refractory qualities. It is high 
in Silica and Alumina, and free of impurities, 
note the following Analysis: 


SRI C Re. swisiswyiack sveoe OL.22 


Our square and standard shapes, uniformly 
perfect in size, are highly recommended for Coal 
and Gas Furnaces, Boiler Settings, Bake Ovens, 
Brick and Tile Kilns, Smoke Stacks, Coke 


Ovens, etc. 
FIRE CLAY 


We own and operate the Grand View: Fire 
Clay Mine, near our Plant, and are prepared 
to make prompt shipment of ‘‘Mine Run” Clay 
and Selected Lump Clay for Zine and Glass . 
Works. _Weathered Clay, for: Foundry use. 

“D. M.”’ or Fine. Ground Clay, in bulk, car 
lots for general use. Also in 100 lb. sacks or 
300 lb. bbls., in small lots or in part car loads 
with other material. if 


Write for Prices * 
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Steam and Hot Water 
Conduit Pipe 


Our Vitrified Salt Glazed Conduit Pipe protects steam 
and hot water pipes from corroding and electrolysis. It is 
non-conducting and prevents the waste of heat by radiation 


Price one-half more than ordinary Sewer Pipe. 


GUTTER AND CHANNEL PIPE 


Our Vitrified Salt Glazed Gutter Pipes are universally 
used as opened gutters for carrying off surface water 


Re cael 


Price three-fourths that of ordinary Sewer Pipe. 


BLACKMER & POST PIPE Co. 


Well Tubing 


Vitrified and Salt-Glazed 


With Sockets Without Sockets 


Price List Well Tubing with sockets same as Sewer Pipe 
pages 2 and 3 

Price List Well Tubing without sockets same as Drain 
Tile page 9. 

Please specify in your inquiries whether you want Well 
Tubing with or without sockets. 

A well lined with Vitrified Pipe is the cleanest, cheapest 
and most durable material that can be used for this purpose . 

Made in all sizes from 6 to 36 inches diameter. In the larg- 
er sizes (24 to 36 inch) second-class may sad used to advan- 
tage at minimum cost. 
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